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Release description TDcH SW 2.2.0 
TDcH Compact Headend 

 
Release date: 2021-10-27 

 
 

New Features release 2.2.0 since last release 2.1.0: 
 
• DVB-S2x MultiStream 

 
The new TDcH Compact Headend has DVB-S2X tuners integrated. With the new Software 
Release 2.2.0 it is now possible to use this functionality and to receive Multistream 
transponders. 
 
DVB-S2X is an extension of the DVB-S2 specification that provides additional technologies and 
features. S2X offers improved performance and features for the core applications of DVB-S2.  
General DVB-S2x improvements are: 

- Higher order modulation schemes 
- Smaller roll-off factors 
- Improved filtering 
- Channel bonding (for 

UHD services) 
 
The Multi Stream Settings 
can be found when the tuner 
settings are unfolded: 

- PLS Mode 
- PLS Code 
- Stream ID 

 
 

• NIT OTHER 
 
It is now possible to send out the “NIT actual” information's also as “NIT other”. The settings can 
be done in the LCN folder under Network Settings. As default the “NIT other” is set to disable. As 
soon as you enter a “NIT OTHER NETWORK ID” the “NIT actual” information's are copied to the 
“NIT OTHER” in the EIT tables.  
 
When is this used?: 
As example the Ziggo DVB-C cable network is using the NIT-Other NIT-tables to provide the 
specific details about their transponders for a specific region/city. Televisions which are 
configured to use the “NIT OTHER” will not find the transponders if the “NIT other” is empty. 
Because of this the headend have to copy the “NIT actual” to the “NIT other” in the EIT tables. 
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Solved Issues and changes in release 2.2.0 since last release 2.1.0: 
 
• None 
 
 

Known issues: 
 
• None 

 
 

Not implemented: 
 
• Input LED and output LED are off. The status function for these LED is not implemented yet. 


